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BMS CONVEYOR 
BELT CLEANERS
Since 1994, BMS have been a specialist supplier 
of conveyor belt scrapers to the bulk handling 
and mineral extract industries. 

Located within the North of the UK, comprising of an experienced team of dedicated staff we continue 
to provide excellent services to our longstanding clients through a close working relationship and 
a willing company culture.

We are a specialist manufacturer of Primary ‘Pre-Cleaner’, Secondary, and V-Plough Scrapers for the 
material handling industry, with a proven design for efficient belt cleaning and reliable performance.

We have vast experience in sectors including quarrying and aggregate, mining, recycling and 
waste, sand and gravel, agriculture, cement, biomass, ports, food and many more.

Our goal is to eliminate your conveyor belt carryback, helping you to reduce downtime, increase 
your productivity levels and support proactive health and safety measures.

We distribute both within the UK and globally including Europe, Asia and East and West Africa.



DESIGN
Our scrapers can be custom built to best suit the 
unique conveying systems of different industries and 
applications. 

BMS provides detailed 3D CAD drawings for all of our 
products and can offer installation drawings at design 
stage to assist OEM and customer requirements.

--------------------------------------------------------

MANUFACTURE
Our in-house manufacturing facilities enable us to 
meet any of our customer specifications. All of our 
product materials are sourced and manufactured in 
the UK.

Each project is worked on by our experienced team 
who analyse each aspect of the customer’s conveyor 
and material specification to ensure the end result is 
a robust and efficient solution.



INSTALL
Fully-trained site engineers are available to carry out 
all of our product installations.

We also work alongside site teams to provide specific 
product advice and assistance at commissioning 
and maintenance stages.

--------------------------------------------------------

SERVICE
BMS doesn’t stop at installation. We provide service 
contracts to establish regular maintenance visits, 
extending our product and blade life. 

Service reports are produced on scraper performance and 
condition after each visit, enabling you to work proactively, 
programmme replacements and avoid downtime.

For more information on our services, please get in touch 
directly through the details on the back page.



SAFETY
BMS holds health and safety as a priority. It is a core focus in all operations of our business from 
management, through to our workshop, office and on-site staff.

BMS has successfully obtained and maintained Avetta since 2012 and this is assessed in accordance 
with SSIP. This ensures our health and safety documentation is up to date with current legislation 
and best practice.

QUALITY
BMS is accredited under the ISO 9001 quality management system 
through an external auditing process. This provides clarity to our 
processes and systems to ensure we maintain service excellence 
for our customers.



CLIENTS
We have a strong and diverse client base within the UK and internationally. We are proud to have 
established contracts with prestigious blue chip organisations. 

Alongside our customers we have built longstanding relationships with suppliers and international 
distributors that have supported BMS through the generations. 



SCRAPER TYPES
BMS Scrapers can be installed across all bulk handling industries and help to minimise 
material carry back, reducing downtime, increasing productivity and aiding not only safety 
but environmental performance.

All BMS Scrapers can be installed and operated on:

�Belt speeds up to 8m/s
�Belt Widths from 300mm - 2400mm

All BMS parts are designed and manufactured in the UK. 
For more information on products, please get in touch directly through the details on the back page.

PRIMARY
BMS Primary ‘Pre-Cleaner’ is equipped with a highly 
durable Polyurethane Blade and self-adjusting twister 
tensioning system. The Primary Unit is positioned on the 
belt head drum under the material flow and is installed 
with direct contact onto the conveyor belt. This is most 
effective at removing larger fragments of material.

SECONDARY
The E Range Secondary Scrapers comprise of Tungsten 
Carbide multi-blades (selected to suit material specification) 
torsion holders and self-adjusting torsion mounts. 
Secondaries are installed on the return side of the belt and 
are designed to remove the last 1/10mm of material, utilising 
the leading edge scraper principal.

V PLOUGH
BMS V-Ploughs are fabricated in a robust V Shape, 
accompanied with BMS polyurethane blades to direct 
rogue material away from the head drum, protecting the 
conveyor belt, tail drum and take-up pulleys.



UK Office: Whessoe Rd, Darlington DL3 OQT

 +44(0)1325 483916 
sales@bms-cleaners.com 

www.bms-beltcleaners.com




